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Automation Advanced Design 


1.An architect is completing the physical design for a vRealize Operation (vROps) 
solution for a customer. The customer has only provided the following information for 
their existing environment: 

- 500 Virtual Machines 

- 2 VMware vCenter Servers 

- 10 VMware vSphere Horsts 

- 20 Datastores 

- Live data should be stored within the vROps solution for 6 months 

- The RTO for all existing management components is 4 hours 

- The RTO for all existing management components is 1 hour 

Which two assumptions could the architect make when sizing the vROps cluster? 
(Choose two.) 

A. The vROps cluster will be configured as High Availability. ¢ 

B. The RTO of the vROps solution will be 4 hours. oat 

C. The resource profile of a virtual machine will be, on average, WVCPU and 2 GB 
RAM. | 

D. The minimum data retention within vRealize Operations. Stuster will be 12 months. 
E. The RPO of the vROps solution will be 1 hour. xO 

Answer: AB Se 


2.Which component of VMware's cloud management and automation architecture 
provides the ability to create custom workflows and automate tasks? 

A. vRealize Operations Manager eo 

B. vRealize Orchestrator e? 

C. vRealize Automation ave 

D. vRealize Log Insight s’? 


Answer: B é 
© 


(2 
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3.An laaS Administrator has been tasked with organizing virtualization compute 
resources and clgtid endpoints into fabric groups by type and intent. One or more 
fabric administPators will manage the resources in each fabric group. 

Which are three considerations to take into account when designing the fabric 
groups? (Choose three.) 

A. Fabric administrators are responsible for creating reservations on the compute 
resources in their fabric groups to allocate fabric to specific business groups. 

B. Fabric administrators monitor the resource use for their group(s) and often are 
approvers for catalog requests. 

C. Fabric administrators may submit requests on behalf of other users. These users 
could be a member of more than one group and have different roles in different 
groups. 

D. The laaS administrator must grant the role of fabric administrator to the appropriate 


users. 
E. Fabric groups will be created in a specific tenant, but their resources could be 
made available to users who belong to business groups in all tenants. 

Answer: ADE 


4.A cloud architect is tasked with designing a Guest virtual machine (VM) request 
form for an organization’s new vRealize Automation (vRA) implementation. Its current 
PowerCLI VM request tool uses a PowerShell script that retrieves user IDs from 
Active Directory, which is the same identity source for vRealize Automation. The 
intent of the script is to retrieve and display John Smith when the actual value in 
Active Directory is JSmith01. 
What is the most secure way to utilize the same script for user’s display name in the 
vRA request form? ra 
A. Design a schedule vRealize Orchestrator workflow to executetfñe PowerShell 
Script and update the vRealize Automation drop-down custorpropery with static 
values. of 
B. Design a schedule vRealize Orchestrator (VRO) workélew to execute the 
PowerShell Script and store values in vRO, then i vRA external drop-down to 
retrieve these values from vRO. 
C. Design a display custom property in the E AE E ee Directory 
Policy’ that maps to the correct organizationaun it. 
D. Create a drop-down custom property wih external values that returns a display 
name using the existing PowerShell scupt. 
Answer: D e? 
p 

g 
5.An architect is designing yõðioud Management solution for a customer to create a 
private cloud. The customer wants to enable self-service provisioning for their 
business users to theigSxisting VMware virtual environment. 
After initial discoveryworkshops, the following information have been gathered: 
- The customer, ifthe future, may need to start supporting the deployment of services 
to public cloud. 
- The customer has existing vCloud Suite Advanced license entitlement covering all of 
their virtual environment. There is no budget for additional licensing at this time. 
What should the architect document as a risk in the design? 
A. The solution will not support the provisioning to public cloud without additional 
licensing. 
B. The solution cannot be upgraded to support the provisioning of public cloud 
services. 
C. The solution will not support provisioning to VMware Cloud on AWS without 
additional licensing. 
D. The solution will not support the monitoring of workloads on the private cloud. 


Answer: A 


6.If users are experiencing slow logins to virtual desktops managed by Horizon, which 
vRealize product can help identify the underlying cause? 

A. vRealize Log Insight 

B. vRealize Automation 

C. vRealize Operations Manager 

D. vRealize Orchestrator 

Answer: A 


7.How does the Aria Suite Lifecycle contribute to a Cloud Managemenplogical 


design? oat 
A. It enhances server scalability. s$ 
B. It automates the deployment of virtual machines. e 


o 
C. It facilitates continuous monitoring of network traffic. of 
D. It streamlines the management and deployment of applications. 
Answer: D P 

P 


a” 
8.A customer wants to design and deploy Workspace ONE Access to provide multi- 
tenancy for vRA 8.x deployment. a 
Which two designs decisions would achiéve the customer's requirement? (Choose 
two.) K 
Note: SAN stands for Subject Al frative Name. 
A. Configure a certificate with gü tiple SAN entries for Workspace ONE Access. 
B. Configure SSL terminatio on the load balancer for Workspace ONE Access. 
C. Configure SSL bridging’on the load balancer for Workspace ONE Access. 
D. Configure SSL passrough on the load balancer for Workspace ONE Access. 
E. Configure a certifičate with a single SAN entry for Workspace ONE Access. 


Answer: AB 9? 
oe 


9.When completing a VMware Aria Suite Lifecycle physical design, what design 
decision(s) should be considered? 

A. Planning employee performance reviews 

B. Defining product development timelines 

C. Establishing software deployment, maintenance, and retirement processes 
D. Choosing office furniture layout 

Answer: C 


10.What is a key benefit of integrating VMware Aria Operations for Logs into a Cloud 
Management logical design? 

A. Managing user authentication 

B. Identifying performance bottlenecks and troubleshooting 

C. Automating software updates 

D. Creating graphical user interfaces 

Answer: B 


11.A cloud architect is trying to determine the operational impacts of adding another 
business group (DevOps) to the company’s existing vRealize Automation (vRA) 
deployment. Existing users have reported that response times for login into their VRA 
infrastructure has spiked recently and it is taking longer than usual. The Active 
Directory user base, after the addition of DevOps users, could increase to well over 
100,000 users and 50 groups. of 
What is the VMware-recommended design to address this scerfario? 
A. Add an additional connector to the existing Active Directofy. 
B. Add an additional laaS proxy agent. xO 
C. Add an additional laaS DEM server. ee 
D. Change the default access policy when adding ite additional user base. 
E. Increase the vRA virtual appliance memory atfocation on each machine as per 
sizing guidelines. 2 
Answer: E = 
we 

O 
g? 
12.An architect has been asked igldesign an application blueprint that contains a Web 
server, Application server, andWatabase server. The servers' software will be 
installed during provisioning from vRealize Automation. 
When working with a full;s8tack application in a converged blueprint, what should the 
architect recommend s@yarding the dependency configuration and most appropriate 
build order? we 
A. Configure a software dependency requiring the application software to complete 
before starting the web and application software. 
B. Configure a machine dependency requiring the application machine to complete 
before starting the remaining machine provisioning. 
C. Configure a software dependency requiring the database software to complete 
before starting the web and application software 
D. Configure a machine dependency requiring the web machine to complete before 
starting the remaining machine provisioning. 
Answer: C 


13.An organization has a set of requirements for its private cloud: Provide the ability 


to reclaim idle VMs deployed in vRealize Automation (vRA) Report on the health of 
resources provisioned in vRA Calculate the cost of VMs provisioned in vRA Optimally 
place vRA deployment workloads to vSAN and avoid contention. 

Which cloud management product should be integrated with vRA to meet these 
requirements? 

A. vRealize Operations 

B. vRealize Orchestrator 

C. vRealize Suite Lifecycle Manager 

D. vRealize Log Insight 

Answer: A 


14.A company has been successfully deploying virtual machines to itsg@ata center in 
Boston for over a year. The architect has added the endpoint in vRegilize Automation 
and been tasked with consuming the resources in a new data cerfer in Las Vegas. 
With minimal change to the catalog design, which two design eftions could the 
architect consider in order to enable users to begin deploying machines to both data 
centers? (Choose two.) xO 

A. Configure the locations.xml file on the laaS Manag¢? servers to contain a location 
for Las Vegas. Select ‘Display Location on Requesf within your existing blueprints. 
B. Create a new reservation utilizing compute resources in Las Vegas. Create a new 
reservation policy and assign it to the new regérvation. 

C. Configure the locations.xml file on the laaS Web servers to contain a location for 
Las Vegas. Select ‘Display location on request’ within your existing blueprints. 

D. Copy your existing blueprints and@et the reservation policy to the new reservation 
policy that is set on the Las Vegaseservation. 

E. Create a new reservation utilizing compute resources in Las Vegas. Set the 
reservation policy to the safe as the Boston reservation. 


f R 
Answer: BC K 


S 

G 
15.The security team at a company wants to allow architects to leverage existing and 
on-demand security components for their vSphere environment. 
What are the minimum infrastructure components and/or extensibility add-ons 
required to achieve this goal? 
A. One vSphere and one NSX endpoint, plus the NSX plug-in for the vSphere Web 
Client. 
B. One vSphere, one vRealize Orchestrator and one NSX endpoint. 
C. One vSphere and one NSX endpoint, plus the ReST API plug-in for vRealize 
Orchestrator. 
D. One vSphere and one vRealize Orchestrator endpoint, plus the NSX plug-in for 
vRealize Orchestrator. 
Answer: D 


16.Which of the following statements accurately describe the design principles behind 
VMware Validated Solutions (VVS) and VMware Cloud Foundation? (Select all that 
apply) 

A. Embrace a one-size-fits-all approach for all types of workloads. 

B. Ensure interoperability and seamless integration between components. 

C. Focus exclusively on on-premises deployment models. 

D. Simplify management through a consistent and unified platform. 

E. Discourage the use of third-party hardware and software. 

Answer: BD 


17.A company has deployed vRealize Automation into its produet nonmen and 
now wants to integrate it with different components of its infrastrysture through the 
REST API. | 

What are three services provided by the REST API? (Chogsé three.) 

A. Blueprint Service xO 

B. Forms Service e 

C. Monitoring Service K 

D. Portal Service 4° 

E. Approval Service 


Answer: BDE © 
we 


g 
18.A company is developing its si6rage-as-a-service solution using vRealize 
Automation. It has created a security group that will be assigned to the engineers 
developing this solution. „> 
Following the principle ofjéast privilege, which role should be associated with this 
security group? a. 
A. XaaS architect „g 
B. Catalog admigiStrator 
C. Infrastructure architect 
D. Application architect 
E. Tenant administrator 
Answer: D 


19.In which scenario would the integration of VMware Aria Automation Orchestrator 
be most beneficial? 

A. Managing office supplies inventory 

B. Automating payroll calculations 

C. Orchestrating complex IT processes and workflows 


D. Monitoring social media engagement 
Answer: C 


20.A PaaS Provider wants to start offering private cloud solutions to its customers. It 
has tasked its internal team of cloud architects with recommending an architectural 
design that supports the new initiative and continues to leverage the existing 
centralized VMware Cloud Management Platform. 
Which deployment model will let the company achieve its desired goal? 
A. Single-tenant 
B. Default tenant-managed multitenancy 
C. Individual tenant-managed multitenancy 
D. Multiple individual vRealize Automation deployments s$ 
Answer: C oat 
$ 
of 
21.What key benefit does VMware vSAN bring to a Cloud Ménagement logical 
design? xO 
A. Container orchestration. ee 
B. Server provisioning. RS 
C. Distributed storage. 4° 
D. Network security. 
Answer: C © 
aO 
o 
g? 
22.In a VMware Aria Automationgshysical design, what is a key consideration? 
A. Choosing office furniture s pliers 
B. Defining employee break Schedules 
C. Automating complex (Yeworkflows and processes 
D. Determining team-biilding activities 
Answer: C x2 
a 
oe 
23.The architect for a software defined data center (SDDC) project is implementing a 
vRealize Automation solution. The company has multiple locations but wants 
management to be centralized in its main offices. Each of the cities needs to have its 
own roles to ensure resources, create blueprints and perform daily functions. 
Which design recommendation would meet the requirements of this scenario? 
A. Create a single business group and separate the users from the various cities 
using entitlements. 
B. Create a single tenant for all of the cities and separate the users from the various 
cities using entitlements. 
C. Create a business group for each of the cities and create a single tenant for all of 


the cities. 

D. Create a tenant for each of the cities and create a single business group for all of 
the cities. 

Answer: D 


24.The tenant administrator for a company’s vRealize Automation deployment is 
asked to create a profile for a user that should be able to assemble the blueprints that 
define catalog items for consumers to request from the service catalog. 

Which tenant role should this user be granted? 

A. Fabric administrator 

B. Catalog architect 


C. Blueprint administrator ¢ 
D. Application architect oat 
Answer: D 
2 
© 
& 
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25.A cloud architect is tasked with designing a solution fg? guest virtual machine 
backup system integration for an organization's vReglize Automation (vRA) private 
cloud. RS 
During requirements gathering, the backup system vendor confirmed that REST API 
methods are available for the following: oe? 
- Install and configure backup agent © 

NIPE „O 
- Initiate incremental backup o 
- Initiate full system backup e? 
- Uninstall backup agent and re e number of nodes form license node count Only 
authorized users should initiates full system backups 
Which design solution addre$ses this scenario? 
A. Execute backup systeg? REST APIs using vRA custom properties. 
B. Execute backup s gm REST APIs using vRA software components. 
C. Execute backup.gsystem REST APIs using vRealize Orchestrator workflows at 
appropriate vRAgifecycle state/event. 
D. Execute backup system REST APIs using a third-party configuration management 
solution. 
Answer: C 


26.A cloud architect is planning to scale out the small deployment of vRealize 
Automation to address high availability requirements. When creating an 
implementation plan, which prerequisite should be documented? Note: FQDN: Fully 
qualified domain name 

A. Request certificate containing VIP FQDN for each Organization for VMware 
Identity Manager VIP 


B. Request Certificate Authority (CA)-signed certificate containing the VIP FQDN and 
the FQDN of the VMware Identity Manager nodes 

C. Request Certificate Authority (CA)-signed certificate containing the VIP FQDN and 
the FQDN of all the cluster nodes 

D. Request certificate containing VIP FQDN for each Organization for vRealize 
Automation VIP 

Answer: C 


27.What action can help improve the performance of a vRealize Operations Manager 
cluster? 

A. Increasing the number of retention days for performance data 

B. Decreasing the size of the analytics cluster 

C. Reducing the memory allocated to the vRealize Operations Manger virtual 


machines ww 
D. Disabling high availability for the cluster nodes | 
Answer: A of 
xO 
© 


28.An organization has onboarded a new businesgunit whose role is to test the 
applications 5 days prior to the release date. Thé Service Broker administrator should 
allow a 2-day extension for these deployments*before they are deleted permanently. 
Which two options must be configured in a pe lease policy to meet the requirements? 
(Choose two.) 

A. A total maximum lease of 5 days e? 

B. A maximum lease of 7 days q% 

C. A total maximum lease of 7.days 

D. A grace period of 5 days, 

E. A maximum lease of nays 

Answer: CE ri 


Fa 
29.An architect's tasked with designing a backup strategy for vRealize Orchestrator 
as part of an upcoming production rollout of a Cloud Management Platform. 
Which are two valid backup design recommendations? (Choose two.) 
A. If vRealize Orchestration is embedded within the vRealize Automation appliance, 
perform its backup along with Manager Services for vRealize Automation. 
B. Perform backup of vRealize Orchestrator virtual machines in the order of the 
startup priority. 
C. If vRealize Orchestrator is a standalone component, perform its backup before 
backing up vRealize Automation components in no particular order. 
D. Perform file-level backup of the Orchestrator database only after a successful full 
virtual machine backup. 


Answer: AC 


30.A customer will use their vRealize Automation solution to provision and manage 
both production and development workloads. 

During workshops, the customer has communicated the following information about 
the environment: 

- The production and development workloads are deployed to separate vCenter 
Servers. 

- Three different user groups have been identified for access to the solution: 
Application Developers, Application Owners, and Infrastructure Operators. 

The customer has communicated the following requirements: 

- Only Application Owners and Infrastructure Operators may be permitted to deploy 
production workloads. 4? 

- A limit should be applied to the number of development workloads concurrently 
deployed by each user type. Application Owners must not be able to view or modify 
another user’s deployment(s). of 

In addition to the creation of separate Production and Development Cloud Zones, 
which three design decisions meet the requirements?,@choose three.) 

A. Add the Application Owners and Infrastructure Qperators groups to the production 
project. ae 

B. Define a Cloud Assembly project for each ger group. 

C. Define a Cloud Assembly project for production and another for development. 

D. Define an instance limit for projects using the development Cloud Zone. 

E. Define a priority of 0 for the produetion Cloud Zone in the project used by 
Application Developers. av 

F. The deployment sharing option should be turned off for the Application Owners 
project. D 

Answer: ACD Ra 


31.What is a keypbnsideration when incorporating VMware Aria Automation into a 
Cloud Management logical design? 

A. Enhancing user interface design 

B. Streamlining supply chain processes 

C. Automating repetitive tasks 

D. Expanding physical storage 

Answer: C 


32.An architect is designing a private cloud solution for an organization and has been 
given the following information: 
- The organization already has a VMware Workspace ONE Access 3.3.2 cluster with 


external MSSQL server for their existing virtualized desktop environment. 

- Due to budget constraints, wherever possible, the architect needs to reuse the 
existing environment. 

What should the architect recommend as an authentication solution for the private 
cloud? Note: VMware Identity Manager has been renamed as VMware Workspace 
ONE Access. 

A. The existing instance can be reused as authentication provider for the private cloud 
but maintained outside of vRealize Lifecycle Manager. 

B. Import the existing Workspace ONE Access cluster in vRealize Suite Lifecycle 
Manager but do not reuse it for the authentication purposes. 

C. Deploy a new instance of Workspace ONE Access cluster using vRealize Suite 
Lifecycle Manager and use it for authentication. 

D. Import the existing Workspace ONE Access cluster in vRealize Sulls Lifecycle 


Manager and reuse it for the authentication purposes. oat 
Answer: B K 
2 
© 
B4 
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33.What are the two valid characteristics of vRealize Aut®mation Cloud? (Choose 
two.) roa 
A. Supports on-premises vSphere and vRealize Oyshestrator 
B. Requires a standard license ae 
C. Requires a load balancer Č 
D. Supports on-premises vRealize Operajióħs Manager 
E. Has a frequent release cycle oa 
Answer: AE ae 

Y 
ag 


34.Which VMware product designed to optimize the performance and capacity of 
virtualized environments pY analyzing and managing the infrastructure? 

A. vRealize Automati 

B. vRealize Operatietis Manager 

C. vRealize Log ight 

D. vRealize Orchestrator 

Answer: B 


35.As a Service Broker administrator, you have been asked to meet these 
requirements: 

- All released cloud templates must be imported to Service Broker. 

- Newly released cloud templates must be automatically synchronized with Service 
Broker. 

- All cloud templates must be automatically published to the service catalog. 

Which two options must be configured to meet the requirements? (Choose two.) 


A. Configure content sharing using Content Sources option 

B. Create content source using VMware Cloud Templates option but do not configure 
content sharing 

C. Create content source using CloudFormation Template option 

D. Configure content sharing using All Content option 

E. Create content source using VMware Cloud Templates option 

Answer: AE 


36.A design for a Cloud Management solution includes a section that describes the 
association of vRealize Operations solution with a remote collector for the purpose of 
gathering performance and usage metrics. 


Which area of the design would contain that section? ¢ 
A. Logical oat 
B. Conceptual s$ 
C. Requirements | 
D. Physical of 
Answer: A xO 
My 
g? 
Ry 
37.What is the primary purpose of VMware Aria Automation in a physical design? 
A. Organizing company parties 2 


B. Streamlining supply chain processes „e 
C. Automating complex IT workflows anf processes 
D. Defining employee job roles ae 


Answer: C Y 
ayy 


vy 
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38.Which three statements are true regarding a multitenant deployment where each 
tenant managed its ow? infrastructure in vRealize Automation? (Choose three.) 

A. Each tenant hasan laaS administrator who could create fabric groups and appoint 
fabric administrats with their respective tenants. 

B. Fabric admiñstrators CANNOT create reservations for business groups in other 
tenants. 

C. Each tenant must provide its own infrastructure resources and CANNOT share a 
common infrastructure. 

D. The system administrator is the only user who logs in to the default tenant to 
manage system-wide configurations and create tenants. 

E. Fabric administrators manage reservations only for the users in their own tenant. 
Answer: ADE 


39.Which aspect(s) of a Cloud Management physical design would VMware Aria 


Automation Config contribute to? 

A. Designing office layouts 

B. Managing inventory 

C. Automating cloud infrastructure configuration and management tasks 
D. Planning corporate social responsibility programs 

Answer: C 


40.An architect is responsible for creating the design for a Cloud Monitoring solution 
that will be used to monitor a greenfield VMware Software-Defined Data Center 
(SDDC). 

During a requirements gathering workshop, the Service Owner provided a list of 
solution requirements: 

- The solution must support a monthly availability target of 99.9%. oat 

- The solution must support the monitoring of 1000 virtual machinés across two data 
center locations. | 

- The solution must support the retention of live data for atJeast 12 months. 

- The solution must be redundant to a minimum of N + 1smcluding during planned 
maintenance. The Recovery Time Objective (RTO) gf Solution is 4 hours. 

Given the information from the Service Owner, whigh two statements would be 
considered functional requirements? (Choose twb.) 

A. The solution must support the monitoring g% 000 virtual machines across two data 
center locations. © 

B. The Recovery Time Objective (RTO of solution is 4 hours. 

C. The solution must support a monttily availability target of 99.9%. 

D. The solution must be redundanifto a minimum of N + 1 including during planned 
maintenance. s” 

E. The solution must suppo he retention of live data for at least 12 months. 


: A 
Answer: AE Kà 
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41.Which aspechwt a Cloud Management logical design would VMware Identity 
Manager contribute to? 
A. Load balancing of network traffic 
B. Authentication and access management 
C. Intrusion detection and prevention 
D. Firewall configuration 
Answer: B 


42.What are two requirements for deploying a small deployment of vRealize 
Automation? (Choose two.) 
A. Certificate Authority (CA)-signed certificate for all the components of deployment 


B. Upgrading the existing vRealize Suite Lifecycle Manager 

C. Valid, fully-qualified domain name that can be resolved with both forward and 
reverse lookup 

D. Configured load balancers 

E. Single, static IPv4 and network address 

Answer: CE 


43.Which of the following characteristics best describes the "serverless" architecture? 
A. It eliminates the need for any server infrastructure. 
B. It requires dedicated physical servers for each application. 
C. It allows applications to run on any type of server without optimization. 
D. It abstracts server management, enabling developers to focus on cade. 
Answer: D oa 
» 

e 
44.During which design phase are interface specifications „tabase schemas, and 
component relationships determined? xO 
A. Conceptual design 
B. Logical design K 
C. Detailed design 4° 
D. Implementation design 
Answer: B © 

we 

O 
g? 
45.An architect has been asked aa a machine blueprint for the development 
team. The machine(s) of eac deployment must contain dynamically-assigned unique 
IP’s that could be F he resources on the corporate network. 
Which type of network na the architect recommend for this blueprint? 
A. On-Demand NAT Nêwork 
B. Existing Networke® 
C. On-Demand Bóuted Network 
D. On-DemandLoad Balancer 


Answer: A 


46.Development team members would like to build new virtual machines using 
vRealize Orchestrator workflow. They would also like them to be added automatically 
to DNS prior to initial start. The domain administration team is responsible for DNS 
and requires review of any DNS entry requests prior the creation of new machines. 
Which design will satisfy these requirements? 


e Design an Event Broker subscription for the machine using the CloneWorkflow.BuildComplete Provisioning 
State name. 

e Design a post-approval for the XaaS component that is assigned to the development team requiring 
authorization to process the XaaS workflow. 


+ Design an Event Broker subscription for the machine using the CloneWorkflow.InitialPowerOn Provisioning 
State name. 

e Design a pre-approval for the Event Broker subscription that is assigned to the development team requiring 
authorization to process the XaaS workflow. 


¢ Design an XaaS workflow for adding the machines to DNS and add it to the development catalog. 
e Design a post-approval for the machine that is assigned to the domain administration team requiring 
authorization to build the machine. 


e Design an XaaS workflow for adding the machines to DNS and add it to the blueprint. 
© Design an pre-approval for the machine that is assigned to the domain administration team requiring 
authorization to build the machine. 


oY 
xO 
A. Option A ron 
B. Option B s 
C. Option C ae 
D. Option D 2 
Answer: A gn 
RO 
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47.An architect is designing a newŵMware vRealize Cloud Management solution. 
During the requirements gathexiig workshop, the customer made the following 
comments: Ss 

- The monthly uptime targ¢t of the cloud management solution must be 99.9%. 

- All components of these oud management solution must be deployed with a N + 1 
redundancy. e 

When creating the®design documentation, how should these requirements be 
classified? © 

A. Manageability 

B. Performance 

C. Recoverability 

D. Availability 

Answer: D 


48.In a Cloud Management physical design, how does VMware Aria Automation 
Config contribute to efficiency? 
A. Managing office supplies inventory 


B. Streamlining customer billing processes 

C. Automating cloud infrastructure configuration and deployment tasks 
D. Designing employee performance evaluation forms 

Answer: C 


49.An architect has been tasked with designing a vRealize Automation blueprint for 
the development team that satisfies the following requirements: 

- Must include Web, Application and Web Servers 

- Must be deployed to a public cloud 

- Software must be installed during provisioning 

- Web Servers CPU be scalable to a maximum of four 

- Web Servers in excess of two must require manager approval ¢ 

Which blueprint and approval components would satisfy these requirements? 

A. - Three Azure machine components of 

- Software to be installed using the 'VirtualMachine.SoftwareN<8criptPath' custom 
property oo” 

- Web machine CPU allowance set between 1and4 © 

- An approval policy for CPU's greater than 2 using the*approval policy type ‘Service 
Catalog - Catalog Item Request - Virtual Machine’ 3 

B. - Three Amazon machine components ae 

- Software to be installed using the VirtualMaghine.SoftwareN.ScriptPath’ custom 
property ng 

- Web machine CPU allowance set betwéen 1 and 4 

- An approval policy for CPU's greate than 2 using the approval policy type ‘Service 
Catalog -Catalog Item Request - \firtual Machine’ 

C. - Three Azure machine components 

- Software components for gach machine# 

- Web machine CPU allowance set between 1 and 4 

- An approval policy fafSCPU's greater than 2 using the approval policy type ‘Service 
Catalog - Catalog teh Request - Cloud Machine' 

D. - Three Amaz@n machine components 

- Software components for each machine 

- Web machine CPU allowance set between 1 and 4 

- An approval policy for CPU's greater than 2 using the approval policy type 'Service 
Catalog - Catalog Item Request - Cloud Machine' 

Answer: D 


50.An architect was tasked with providing a temporary vRealize Automation instance 
for a test environment that includes a single vRealize Automation appliance and an 
laaS server that includes a SQL database instance. After testing is complete, the 
architect is tasked to convert the existing instance into a distributed, load-balanced 


instance to be used for production. 

Which design solution would best address this request? 

A. - Deploy a load balancer that routes appropriate traffic to the existing instance. 

- Deploy additional vRealize Automation appliances and join them to the existing 
machine to create a cluster. 

- Deploy additional laaS servers for Web, Manager, DEM workers and Agents. 

B. - Deploy additional vRealize Automation appliances and join them to the existing 
machine to create a cluster. 

- Deploy additional laaS servers for Web, Manager, DEM workers, and Agents. 

- Add the additional laaS servers from the cluster tab under the vRealize Automation 
management page. 

C. - Deploy a new distributed load-balanced vRealize Automation environment. 

- Configure directories and groups the same as for the proof-of-concept instance. 

- Import the test-managed machines into the new instance using migration. 

D. Deploy a new distributed load-balanced vRealize Automation efvironment. 
Configure directories and groups the same as for the proof-of;g6ncept instance. 
Import the test-managed machines into the new instance using bulk import. 


Answer: A xO 
s 
g? 
$ 
51.What is the key role of VMware Identity Manager (Workspace ONE Access) in a 
physical design? 2 
: . 4 
A. Managing physical security $ 
B. Streamlining HR processes Pog 


C. Enabling secure user authenticatieh and access management 
D. Designing office floor plans q4 

‘ Ae) 
Answer: C Y 

S 

© 
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52.What type of requixément defines the specific technical specifications, such as 
hardware and softyate choices? 
A. Functional reghtrements 
B. Non-functiofal requirements 
C. Business requirements 
D. Security requirements 
Answer: B 


53.A customer wants to implement vRealize Suite Lifecycle Manager (VRSLCM) as a 
part of anew SDDC deployment. The customer has two physical data centers and 
number of branch offices. The customer has recently purchased Hyper-converged 
Infrastructure (HCI) hardware that has to be implemented and configured. 

The customer has a target availability Service Level Agreement (SLA) of 99.99%, 


measured quarterly, for the management components. 

Which recommendation should the architect make to achieve the requirements? 
A. Deploy a 3-node vRSLCM cluster on a vSAN stretched cluster 

B. Deploy a VRSLCM appliance in one DC and replicate it to the second DC 

C. Deploy a vVRSLCM appliance on a vSAN stretched cluster 

D. Deploy a vRSLCM appliance on a vSAN cluster 

Answer: C 


54.A company has recently implemented a DevOps strategy amongst the 
development and operations teams. In the second phase of the project, it needs to 
apply the same best practices of version control, unit testing, and continuous delivery 


to its vSphere infrastructure. ¢ 
Considering the scenario, which two statements are true regarding give solution? 
(Choose two.) D 


A. Content changes for the infrastructure generally flow from déVelopment to multiple 
test and production environments and are often developed. séparately by different 
team members and then merged into a shared environmént. 
B. Infrastructure content is usually binary, and this s it difficult to use a source 
control system to handle updates and merges. A different tool must be used to 
manage these requirements. ae 
C. Multiple steps of imports and exports of ingfaistructure contents are required for a 
single change to propagate through the release pipeline from development to 
production. Po 
D. Once the movement of such conteht between environments is automated, 
consistent results are guaranteed for the deployment of infrastructure components. 
Answer: AC Y 

S 
© 
Kà 
55.Identify the exam hat best represents a technical requirement rather than a 
business ddl 
A. "The system should be accessible on both desktop and mobile devices." 
B. "The application must support 1000 concurrent users." 
C. "The platform should target users in the age group of 18-35." 
D. "The software should increase customer engagement by 20%." 
Answer: B 


56.What is the primary focus of a VMware Identity Manager (Workspace ONE 
Access) physical design? 

A. Optimizing server hardware 

B. Designing virtual network topology 

C. Planning user authentication and access management 


D. Selecting graphic design software 
Answer: C 


57.How does VMware Identity Manager contribute to security within a Cloud 
Management logical design? 

A. Providing real-time weather updates 

B. Automating social media posts 

C. Enforcing strong user authentication and access controls 

D. Analyzing sales data 

Answer: C 


< 
58.What is a key consideration when designing a vRealize Automati¢n solution for a 


multi-site environment? s$ 
A. Using a single vCenter Server instance for all sites | 
B. Utilizing separate vRealize Automation instances for eagbf'site 
C. Sharing a single identity source for all sites xO 
D. Using separate vRealize Orchestrator instances fggeach site 
Answer: B s 
4C 
2 
59.An architect is designing a greenfield yMware vRealize Cloud Management 
: Ro 
solution. & 


During the requirements gathering werkshop with the customer, the future Service 
Owner made the following com 

- The Maximum Tolerable Dowsitime (MTD) for the Cloud Management solution is 1 
hour. D 

When creating the desi \yflocumentation, which design quality should be used to 
classify the requirem ? 

A. Manageability e 

B. Availability 9” 

C. Recoverability 

D. Performance 

Answer: C 


60.An architect is tasked with designing a solution to satisfy the following 
requirements for vSphere Machine provisioning: All business groups share the same 
vCenter template. Based on the user selected application name, a corresponding 
vCenter customization specification should be selected. If no match is found, the 
business group’s default customization specification should be used. 

Which two solutions could meet these requirements? 


A. 1. Define CloneSpec custom property in the Business Group 

61. If available, dynamically set_clonespec custom property at an appropriate Event 
Broker state, based on user selected application name 

B. 1. Define_clonespec custom property in the Business Group specific Reservation 


62. Overwrite_clonespec custom property using application specific property group 
C. 1. Define CloneSpec custom property in the Business Group 


63. Overwrite CloneSpec custom property in the application ‘specific blueprint 
D. 1. Define CloneSpec custom property in the Business Group specific Reservation 


64.Overwrite CloneSpec custom property in the application specific blgeprint 


Answer: B oat 
$ 
E 
65.In a VMware Aria Operations physical design, what is aprimary focus? 
A. Organizing company picnics xO 
B. Monitoring employee performance S 


C. Ensuring efficient IT infrastructure monitoring, management, and maintenance 
processes ae 
D. Creating sales and marketing presentations” 
Answer: C S 
„O 

& 
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66.An organization wants to impl Ment a network topology to provide users with a 
one-way upstream access to ke external network. 
Which two statements are trae for implementing such a network profile type using 
NSX-T Data Center? (Chgdse two.) 
A. The external netwax® specified in the ?Network Policies? tab will be used to assign 
an external IP to theVM 
B. A DNAT rule i$treated o the Tier-1 router to allow the VM to communicate 
externally 
C. The cloud template must use the ?private? network profile type 
D. The external network should be left blank in the "Network Policies" tab 
E. An SNAT rule is created on the Tier-1 router to allow the VM to communicate 
externally 
Answer: AE 


67.In a given scenario, which of the following is a design decision that supports the 
inclusion of VMware technologies? 
A. Choosing an alternative cloud management platform. 


B. Selecting hardware vendors for server procurement. 
C. Opting for open-source virtualization solutions. 

D. Integrating VMware vSphere for virtualization. 
Answer: D 


68.The architect for a vRealize Automation project met with the IT team and identified 
the following requirements: 
69. Fine grained logging and monitoring of all events 


70. 99.99% SLA of the custom portal 


j ee ose se 
71. Utilize built-in functionality «r 
D 
72. HIPAA Compliance E 
of 
73. API calls to vRA and NSX xO 
N 
g? 
74. Custom Portal K 


To which two infrastructure qualities would the ‘Fine grained logging and monitoring 
of all events’ technical requirement map? | .& 


ti a?’ 
A. Manageability 2 
B. Recoverability Pou 
C. Security ae 
D. Performance Y 
Answer: AD L 
x 


75.An architect has beð asked about migrating a client's vRealize Automation 
solution from versige?7.x to version 8.x. One of the requirements is to continue to 
support custom ¥aas (Anything as a Service) blueprints that the client has 
developed. 

Which component of a vRealize Automation logical design will fulfill this requirement? 
A. Cloud Assembly 

B. Cloud Zones 

C. Service Broker 

D. Cloud-Init 

Answer: A 


76.Which components are part of VMware Cloud Foundation? 
(Select all that apply) 


A. vSphere 

B. Kubernetes 
C. vSAN 

D. OpenStack 
E. NSX-T 
Answer: ACE 


77.An administrator maintains multiple tenants on a vRealize Automation 
environment. Consumers of Tenant B have requested to modify their current tenant 
architecture from the default to incorporate their own mail servers so that their user 
base can respond to notifications for completing work items and approvals. 
Consumers of Tenant A insist that no change be made to their currentgnail settings. 
Which design changes are required to the architecture to meet the gsGuirements for 
both tenants? $ 

A. Log in to the default tenant as administrator and under the Administration tab, 
select Email Servers, then add and configure the additionalyfew mail servers. 

B. Log in to Tenant B as a tenant administrator and undef the Administration tab, 
select each mail server and click Override Global, thg#configure the requested new 
mail servers. $ 

C. Log in to the default tenant as administrator ahd under the Administration tab, 
select Tenant B, then add and configure the sequested new mail servers for the 
tenant. eg 
D. Log in to Tenant B as an laaS administrator and grant approval administrator 
privileges to the required user base, af he tenant. 


Answer: B Y 
ayy 


vy 
3 


78.An online retail company needs its shopping cart application to be highly available. 
What three cloud mangement design decisions would give an optimal shopping 
experience? (Choasé three.) 

A. Create a vRe@tize Operations metric chart for the application's CPU usage 

B. Create a vRBalize Orchestrator workflow that remediates the issue by updating the 
CPU 

C. Configure the vRealize Operations alert to run a vRealize Orchestrator workflow 
when triggered 

D. Create a vRealize Operations alert that is triggered when the application's CPU 
usage exceeds a threshold 

E. Create a vRealize Orchestrator workflow that emails an administrator to remediate 
the issue 

F. Configure the vRealize Operations alert to email an administrator to remediate the 
issue 

Answer: BCD 


79.Development team members would like to deploy multiple software packages 
within a blueprint. One of these software packages, Tax Processing 1.0, has licensing 
requirements. Any member of the finance team can authorize the installation per 
request, but the entire team must be notified. 

Which approval policies would satisfy this request? 


A. 


eee0ee E EAN 6 


9 


0OW > 


Policy Type: Service Catalog - Catalog Item Request - Software Component 
Item: Tax Processing 1.0 

When is Approval Required = Always 

Approvers = Finance team 

All Must Approve 


Policy Type: Service Catalog - Catalog Item Request - Software Component 
Item: Tax Processing 1.0 

When is Approval Required = Always 

Approvers = Finance team 

Anyone can Approve 


Policy Type: Service Catalog - Catalog Item Request 
Item: Tax Processing 1.0 

When is Approval Required = Always 

Approvers = Finance team 

Anyone can Approve 


Policy Type: Service Catalog - Catalog Item Request - Software Component 
When is Approval Required = (Single Clause) 

Business Group = Development Team 

Approvers = Finance team 

Anyone can Approve 


. Option A 
. Option B 
. Option C 
. Option D 


Answer: B 


80.What is the primary focus of a logical design? 
A. Selecting specific technologies and tools. 

B. Defining the overall system architecture. 

C. Outlining the physical placement of hardware. 
D. Creating a detailed implementation plan. 
Answer: B 
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